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efis beyond on parapet

1" REVEAL
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SITE INFORMATION BLOCK

 LOT SIZE 56,628 SF

-IMPERVIOUS AREA - EXISTING 0 SF

-GREENSPACE - EXISTING 56,628 SF

-PERCENT IMPERVIOUS - EXISTING 0%

-7,400 SF PROPOSED BUILDING

-IMPERVIOUS AREA - PROPOSED 20,296 SF

-GREENSPACE - PROPOSED 36,332 SF

-PERCENT IMPERVIOUS - PROPOSED 36%

 20 PARKING STALLS

 2 ACCESSIBLE PARKING STALLS

 TOTAL PARKING STALLS 22

1

2

STANDARD 18" CURB & GUTTER

REJECT 18" CURB & GUTTER

3 3' CONCRETE FLUME

4

5

6

7

8

UTILITY AREA

SITE PLAN NOTES

- ALL DIMENSIONS TO FACE OF CURB

9

TRASH & RECYCLING AREA

10 FENCE

11 HANDICAP SIGN

12 2"x4" DETECTABLE WARNING FIELD

CURB CUT & CITY OF VERONA

COMMERCIAL ENTRANCE

THICKENED EDGE WALK

RAMP

CONCRETE STOOP
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EROSION CONTROL NOTES

1. POST WDNR CERTIFICATE OF PERMIT COVERAGE ON SITE AND MAINTAIN UNTIL CONSTRUCTION ACTIVITIES HAVE CEASED, THE SITE IS STABILIZED, AND A NOTICE OF

TERMINATION IS FILED WITH WDNR.
2.  KEEP A COPY OF THE CURRENT EROSION CONTROL PLAN ON SITE THROUGHOUT THE DURATION OF THE PROJECT.
3. SUBMIT PLAN REVISIONS OR AMENDMENTS TO THE WDNR AT LEAST 5 DAYS PRIOR TO FIELD IMPLEMENTATION.
4. THE GENERAL CONTRACTOR  IS  RESPONSIBLE  FOR  ROUTINE  SITE INSPECTIONS AT LEAST ONCE EVERY 7 DAYS AND WITHIN 24 HOURS AFTER A RAINFALL EVENT OF 0.5

INCHES OR GREATER. KEEP INSPECTION REPORTS ON-SITE AND MAKE THEM AVAILABLE UPON REQUEST.

5. INSPECT AND MAINTAIN ALL INSTALLED EROSION CONTROL PRACTICES UNTIL THE CONTRIBUTING DRAINAGE AREA HAS BEEN STABILIZED.
6.  WHEN   POSSIBLE:   PRESERVE   EXISTING   VEGETATION   (ESPECIALLY   ADJACENT   TO SURFACE WATERS), MINIMIZE LAND-DISTURBING CONSTRUCTION ACTIVITY ON

SLOPES OF 20% OR MORE, MINIMIZE SOIL COMPACTION, AND PRESERVE TOPSOIL.

7.  REFER TO THE WDNR TECHNICAL STANDARDS FOR STORM WATER CONSTRUCTION AT

http://dnr.wi.gov/topic/stormwater/standards/const_standards.html

8. INSTALL PERIMETER CONTROLS AND STONE TRACKING PADS PRIOR TO ANY LAND-DISTURBING ACTIVITIES, INCLUDING CLEARING AND GRUBBING. USE WDNR TECHNICAL

STANDARD STONE TRACKING PAD AND TIRE WASHING #1057 FOR STONE TRACKING PAD ENTRANCE(S).
9. INSTALL INLET PROTECTION PRIOR TO LAND-DISTURBING ACTIVITIES IN THE CONTRIBUTING DRAINAGE AREA AND/OR IMMEDIATELY UPON INLET INSTALLATION.  COMPLY  WITH

WDNR TECHNICAL STANDARD STORM DRAIN INLET PROTECTION FOR CONSTRUCTION SITES #1060.

10. STAGE CONSTRUCTION GRADING ACTIVITIES TO MINIMIZE THE CUMULATIVE EXPOSED AREA. CONDUCT ROUGH GRADING PER WDNR TECHNICAL STANDARD TEMPORARY

GRADING PRACTICES FOR EROSION CONTROL #1067.
11. CONSTRUCT  AND  PROTECT  THE  BIORETENTION  BASIN  AND  VEGETATION  FROM RUNOFF AND SEDIMENT DURING CONSTRUCTION. REFERENCE THE WDNR TECHNICAL

STANDARD BIORETENTION FOR INFILTRATION #1004.

12. INSTALL AND MAINTAIN SILT FENCING PER WDNR TECHNICAL STANDARD SILT FENCE #1056. REMOVE SEDIMENT FROM  BEHIND  SILT  FENCES  AND  SEDIMENT  BARRIERS

BEFORE SEDIMENT REACHES A DEPTH THAT IS EQUAL TO ONE-HALF OF THE FENCE AND/OR BARRIER HEIGHT.
13. REPAIR BREAKS AND GAPS IN SILT FENCES AND BARRIERS IMMEDIATELY.

14.  IMMEDIATELY STABILIZE STOCKPILES AND SURROUND STOCKPILES WITH SILT FENCE OR OTHER PERIMETER CONTROL IF STOCKPILES WILL REMAIN INACTIVE FOR 7 DAYS

OR LONGER.
15. IMMEDIATELY STABILIZE ALL DISTURBED AREAS THAT WILL REMAIN INACTIVE FOR 14 DAYS OR LONGER.  BETWEEN SEPTEMBER 15 AND OCTOBER 15: STABILZE WITH MULCH,

TACKIFIER, AND A PERENNIAL SEED MIXED WITH WINTER WHEAT, ANNUAL OATS, OR ANNUAL RYE, AS APPROPRIATE FOR REGIONAL AND SOIL TYPE  OCTOBER 15 THROUGH

COLD WEATHER: STABILIZE WITH A POLYMER AND DORMANT SEED MIX, AS APPROPRIATE FOR REGION AND SOIL TYPE.

16. STABILIZE AREAS OF FINAL GRADING WITHIN 7 DAYS OF REACHING FINAL GRADE.

17. SWEEP/CLEAN UP ALL SEDIMENT THAT MOVES OFF-SITE DUE TO CONSTRUCTION ACTIVITY OR STORM  EVENTS  BEFORE  THE  END OF THE SAME WORKDAY OR AS DIRECTED

BY THE CITY OF MIDDLETON, DANE COUNTY OR WDNR. SEPARATE SWEPT MATERIALS  (SOILS  AND TRASH) AND DISPOSE OF APPROPRIATELY.
18. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR CONTROLLING DUST PER WDNR TECHNICAL STANDARD DUST CONTROL ON CONSTRUCTION SITES # 1068.
19. PROPERLY DISPOSE OF ALL WASTE AND UNUSED BUILDING MATERIALS (INCLUDING GARBAGE, DEBRIS, CLEANING WASTES, OR OTHER CONSTRUCTION MATERIALS) AND DO

NOT ALLOW THESE MATERIALS TO BE CARRIED BY RUNOFF INTO THE RECEIVING CHANNEL.

20. COORDINATE  WITH THE GENERAL CONTRACTOR  TO  UPDATE  THE  LAND DISTURBANCE PERMIT TO INDICATE THE ANTICIPATED OR LIKELY DISPOSAL LOCATIONS FOR ANY

EXCAVATED SOILS OR CONSTRUCTION DEBRIS THAT WILL BE HAULED OFF-SITE FOR DISPOSAL. THE DEPOSITED OR STOCKPILED MATERIAL NEEDS TO INCLUDE PERIMETER

SEDIMENT CONTROL MEASURES (SUCH AS SILT FENCE, HAY BALES, FILTER SOCKS, OR COMPACTED EARTHEN BERMS).
21. FOR  NON-CHANNELIZED  FLOW  ON  DISTURBED  OR  CONSTRUCTED  SLOPES,  PROVIDE CLASS II, TYPE B EROSION CONTROL MATTING. SELECT EROSION MATTING FROM

APPROPRIATE MATRIX IN WDOT PRODUCT ACCEPTABILITY LIST (PAL); INSTALL AND MAINTAIN PER WDNR TECHNICAL STANDARD NON-CHANNEL EROSION MAT #1052.
22. MAKE PROVISIONS FOR WATERING DURING THE FIRST 8 WEEKS FOLLOWING SEEDING OR PLANTING OF DISTURBED AREAS WHENEVER MORE THAN 7 CONSECUTIVE DAYS OF

DRY WEATHER OCCUR.
23. INSTALL ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES AS (SUCH AS TEMPORARY SEDIMENT BASINS, DITCH CHECKS, EROSION CONTROL MATTING, SILT

FENCING,  FILTER  SOCKS, SWALES,  ETC.),  OR  AS  DIRECTED  BY THE CITY OF VERONA, DANE COUNTY OR WDNR.

24. AT A MINIMUM, ALL DISTURBED AREAS SHALL RECEIVE A MINIMUM OF 4" OF TOPSOIL, FERTILIZER, SEED AND MULCH. SEED MIXTURE SHALL BE WDOT SEED MIX #40 OR

EQUIVALENT APPLIED AT A RATE OF 5 LBS PER 1000 SF ON ALL DISTURBED AREAS. ANNUAL RYEGRASS AT A RATE OF 1 

1

2

 LBS PER 1000 SF SHALL BE ADDED TO THE MIXTURE.

FERTILIZER SHALL BE PLACED PER A SOIL TEST.

25. EXCESS TOPSOIL SHALL BE TRUCKED OFF-SITE WITH A STOCKPILE LEFT ON-SITE TO BE USED FOR FINAL LANDSCAPING.

LIMITS OF DISTURBANCE

EXISTING CONTOUR

PROPOSED CONTOUR

STONE TRACKING PAD

PROPOSED SILT FENCE

CONSTRUCTION SEQUENCING:

APRIL 2, 2017 INSTALL EROSION CONTROL MEASURES

APRIL 3, 2017 BEGIN CONSTRUCTION

APRIL 3 - JUNE 8, 2017 ROUGH GRADE PARKING LOT, FINE GRADING,

CONCRETE CURB & GUTTER, BASE COURSE

JUNE 11, 2017 PAVE SITE

JUNE 31, 2017 COMPLETE PARKING LOT RESTORATION

AUG 1, 2017 COMPLETE BUILDING AND RESTORATION

AROUND BUILDING

AUG 31, 2017 REMOVE EROSION CONTROL WHEN SITE HAS

BECOME STABILIZED

1

2

3

4

5

3"-6" CLEAR STONE RIP RAP

W/ HR FABRIC, 12" DEEP AT

CONCRETE FLUME

TYPE D INLET PROTECTION6

CLASS II, TYPE B EROSION

CONTROL MATTING
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CONNECT TO EXISTING

15" RCP STORM SEWER

INV=1033.61

CB #1

RIM=1037.75

INV=1033.79 N,W

      =1033.69 S

16' - 12" ADS N-12 @ 6.00%

INV=1035.00

136' - 6' DRAINTILE W/ SOCK

80' - 6" DRAINTILE W/ SOCK

80' - 6" ADS N-12

102' - 6" PCV SANITARY

SEWER @ 1.04% 102' - 6" DI WATER PIPE
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NOTE:

6" OF DENSE GRADED BASE COURSE PLACE

BENEATH CURB & GUTTER AND EXTENDING 12"

BEHIND BEHIND CURB & GUTTER







selection. solutions. simplicity. eiko.com

WPT - LED Wallpack, Trapezoid

project name type

catalog number

comments voltage

approved by date

37/75
watts

2900/
6400
lumens

78
lpw

5000K
CCT

ordering information
Order Code Item # Configuration Finish Voltage Example HID Equivalent

08595 WPT - Wallpack, 
Trapezoid

1C - 5000K (37W / 2900 LM)
(Omit) Bronze Standard U - 120-277V

WPT-1C-U 1C - 175-250W HID

08596 2C - 5000K (75W / 6400 LM) WPT-2C-U 2C - 250-400W HID

accessories (sold separately)
Order Code Item # Description

08738 PCB1 Photocontrol, Button Type 120V

08739 PCB2 Photocontrol, Button Type 277V

08865 LP1040-36-C0900
Replacement Driver for WPT-1C-U or WPT-2C-U

(WPT-2C-U requires two drivers)

08746 WP-347T Wallpack Step Down Transformer - 347V WARRANTY

5
YR

INSTANT ON

70

CRI (Ra)
60,000

LIFETIME HRS

features performance applications
• Die-cast aluminum body

• Full cutoff optics prevents neighborhood light tres-
pass; item is night sky friendly

• Heat and impact resistant tempered glass

• 5000K color temperature

• IC protection

• UL and CUL listed for wet locations

• Latest generation of LED chips 
delivers a similar light output to a 
175, 250, or 400W metal halide 
using only 1/3 the energy con-
sumption

• Die cast aluminum housing with 
powder-coated finish

• +70 CRI

• Universal 120~277V

• UL & CUL listed for wet locations

• Industrial Parks

• Loading Docks

• Utility Sheds

• Entryways

• Walkways

• Storage Areas

• Security



23220 W. 84th St, Shawnee, KS 66227 · (P) 1.800.852.2217 (F) 1.800.492.8975
Canada: 81 King St, Barrie, ON L4N 6B5 · (P) 1.888.410.8151 (F) 1.888.705.1335

watch > like > follow

dimensions

Rev. 6/29/15

WPT - LED Wallpack, Trapezoid

9.25"/235mm 14.2"/361mm

12.1"/308mm

11.4"/
290mm

5.7"/
145mm



selection. solutions. simplicity. eiko.com
WARRANTY

5
YR

INSTANT ON

70+

CRI (Ra)
WET LOCATION

RATED
50,000

LIFETIME HRSDIMMABLE

ASL - LED Area Site Lighter
project name type

catalog number

comments voltage

approved by date

• Available in two outputs: 10,000lm (replaces 250W HID) 
and 15,000lm (replaces 400W HID)

• Replaces standard HID area light fixtures with 60% 
energy savings and 3X lifetime

• Rotatable glass optics provide flexibility of Type III or Type 
V beam distribution

• Choice of 4000K or 5000K color temperature

• Durable die cast aluminum housing with polyester 
powder coat bronze finish – standard

• Standard 1-10V Meanwell dimming driver

• Choice of 2-3/8” adjustable slipfitter, 6” or 10” square 
pole mounting arms available as adder

• Citizen 1208 COB LED Module 
• UL and CUL listed for wet locations
• CRI > 70
• Power input: 120-277VAC 50/60Hz
• TGIC thermoset polyester powder 

paint finish
• Optional 347V step down transformer
• Suitable for ambient temperatures 

from -40°C to 40°C
• Five year limited warranty
• Effective Projected Area (EPA):

EPA for base fixture: 1.82, 18.6 lbs
EPA adder for slipfitter: 0.26, 2.4 lbs
EPA adder for 6” arm: 0.28, 2.4 lbs
EPA adder for 10” arm: 0.38, 3.6 lbs

• Parking Areas

• Automotive 
Dealerships

• Roadways

• Campuses

• Streetscapes

• Airports

• Area security lighting

ordering information
Order Code Item # Series Configuration CCT Finish Voltage HID Equivalent

09273 ASL-3C-40K-U ASL - Area Site Lighter 3C - (100W/10,000LM) 40K - 4000K Bronze U - 120-277V 250W

09275 ASL-5C-40K-U ASL - Area Site Lighter 5C - (150W/15,000LM) 40K - 4000K Bronze U - 120-277V 400W

09274 ASL-3C-50K-U ASL - Area Site Lighter 3C - (100W/10,000LM) 50K - 5000K Bronze U - 120-277V 250W

09276 ASL-5C-50K-U ASL - Area Site Lighter 5C - (150W/15,000LM) 50K - 5000K Bronze U - 120-277V 400W

✓ DesignLights Consortium™ Qualified  NOTE: Use order code when ordering.

accessories (sold separately; field installed)
Order Code Item # Series

09299 ASL-SF Slipfitter 2-3/8” ∅ I.D. Adjustable bronze

09300 ASL-PM6 Pole Mount Arm, square 6” bronze

09301 ASL-PM10 Pole Mount Arm, square 10” bronze

09330 AL-125W-347T 347V AFL Low Power Step Down Transformer (for fixtures up to 125W)

09289 AL-245W-347T 347V AFL Higher Power Step Down Transformer (for fixtures up to 245W)

features performance applications

100/
150
watts

10,000-
15,000
lumens

100
lpw

4000K/
5000K
CCT

ASL (shown w/ adjustable 
slipfitter mounting adder)



23220 W. 84th St, Shawnee, KS 66227 · (P) 1.800.852.2217 (F) 1.800.492.8975
Canada: 81 King St, Barrie, ON L4N 6B5 · (P) 1.888.410.8151 (F) 1.888.705.1335

watch > like > follow

dimensions

Rev. 9/1/16

ASL - LED Area Site Lighter

16.2"
(411mm)

16.2"
(411mm)

3.15"
(80mm)

3.8"
(96mm)

TYPE V TYPE III

field rotatable lens

optional mounting systems (sold separately)

ASL-SF
Slipfitter 2 3/8"∅ I.D.  

adjustable bronze

ASL-PM
Pole Mount Arm
square bronze
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